20080304.ba v04_n151.bam.20080304

>From ???@??? Mon Mar  3 19:56:48 2008 -0500
Date: Tue,  4 Mar 2008 01:56:01 GMT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 4151
Message-Id: <20080304015602.8FC6A47019F@srvr1.theporch.com>

			    BOATANCHORS Digest 4151

Topics covered in this issue include:

  1) Ham help Atlanta area
	by "TChirhart" <sparks@codepoets.com>
  2) Marconiphone III
	by Jerry Proc <jerry7proc@yahoo.com>
  3) Re: Another Outbreak
	by <vancleef@eskimo.com>
  4) Re: Another Outbreak
	by Scott Robinson <spr@earthlink.net>
  5) For Sale: Excellent Condition Book: Tektronix History
	by "Les Zwiebel WB6ORZ" <wb6orz@pacbell.net>
  6) Tektronix Book Sold
	by "Les Zwiebel WB6ORZ" <wb6orz@pacbell.net>
  7) Looking for info - GR Wavemeter
	by "Art Lebermann" <artleb@earthlink.net>
  8) How to Change Email Address
	by KA6UUP <ka6uup@pacbell.net>
  9) Meter Repair
	by "Gary Franklin" <franklin6209@chartermi.net>
 10) Re: Meter Repair
	by Shriver <shriver1@comcast.net>
 11) Source for HV Electrolytics please? (Globe King restoration)
	by "Les Zwiebel WB6ORZ" <wb6orz@pacbell.net>
 12) Re: Source for HV Electrolytics please? (Globe King restoration)
	by "Chuck Grandgent" <chuck@chuckg.com>
 13) Re: Source for HV Electrolytics please? (Globe King restoration)
	by "Arden Allen" <gumbear@pacbell.net>
 14) Re: Source for HV Electrolytics please? (Globe King restoration)
	by wb3fau@att.net
 15) Re: Source for HV Electrolytics please? (Globe King restoration)
	by "Herbert M. Rosenthal" <herbrose@comcast.net>
 16) RE: Source for HV Electrolytics please? (Globe King restoration)
	by "Dr. James C. Garland" <4cx250b@muohio.edu>
 17) AN/APR-1 schematic ?
	by Chuck McGregor <cbmcg@comcast.net>
 18) Claude Gray equipment
	by "JAMES HANLON" <knjhanlon@msn.com>
 19) fair price ?
	by "George Levites" <levites1@verizon.net>
 20) Re: Source for HV Electrolytics please? (Globe King restoration)
	by "Arden Allen" <gumbear@pacbell.net>

----------------------------------------------------------------------
From: "TChirhart" <sparks@codepoets.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Ham help Atlanta area
Date: Sat, 1 Mar 2008 11:44:28 -0500
Message-ID: <034d01c87bbb$851b9fa0$6501a8c0@warnerp93v1mse>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="us-ascii"
Content-Transfer-Encoding: quoted-printable

Is there anyone in the Atlanta area that can help pick up and drop off =
for
shipping a radio cabinet?  I could sure use some help in getting a long =
term
project shortened! Thanks 73 Tom K4NCG/Stafford, VA


------------------------------
Date: Sat, 1 Mar 2008 13:56:06 -0500 (EST)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: Marconiphone III
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit
Message-ID: <642930.72728.qm@web90607.mail.mud.yahoo.com>

Hello Everyone,

I have posted a document on the Marconiphone III
receiver. I'm still working on obtaining its frequency
range, however it suddenly occurred to me that if I
could obtain a chart of the MF/HF band assignments
from the 1920-1925 era that would certainly complement
the article. Does anyone have such a chart?  

http://www.jproc.ca/marconi/marconiphone.html

***************

Since Dec 2007 , I have added a lot more equipment to
my Canadian Marconi web page. Two special items that
might be of interest are the Maggie Detector and the 
2843 receiver. Both devices predate the vacuum tube
era. 

http://www.jproc.ca/marconi/equipment.html

When you study this old gear in greater detail it
makes you wonder how any of it worked but it did. 




--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      Looking for the perfect gift? Give the gift of Flickr! 

http://www.flickr.com/gift/

------------------------------
From: <vancleef@eskimo.com>
Message-Id: <200803012052.MAA19902@eskimo.com>
Subject: Re: Another Outbreak
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sat, 1 Mar 2008 13:52:49 -0700 (MST)
Cc: boatanchors@theporch.com (Old Tube Radios), shriver1@comcast.net
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

The esteemed Phillip Porch has said:
> 
> 
> Let me clear a few misconceptions up here as you are a bit misinformed.
> The filtering program was written by a person on this list after
> someone else on the list had an infected machine that sent a virus
> email to the list which infected several others. The kind sole who 
> wrote the program did so to protect the community from further harm and
> it has worked fairly well. Jack at the time took a position that an 
> email list should be text only so the filtering program took a hard
> line on attachments and truncates them with the message you have all seen.
> ThePorch.com is no longer on an ISDN line and has not been for at least 
> 5 years I think it has been about 7 years and is currently on a 3 MBit
> DSL business connection. Theporch.com consists of 3 servers at this time.
> I offloaded the emailing list server so that it does very few things aside 
> from the list and so it's performance is not the issue. Please feel free 
> to write a C or C++ program to accomplish the filtering, I would welcome 
> seeing what you come up with. The current filtering program was written in 
> both perl and python.
> 
I'm writing this long after the thread is dead because I haven't
logged onto this site for weeks.  Indeed, my primary reason for being
logged in now is to prepare to transfer to my site and see what it
takes to get my boatanchors address changed.

There is a perl script that will more-or-less handle stripping out or
reformatting "funny character" e-mail.  That is demime.  It searches
for a multipart message Plain Text section in the E-mail, and if none
can be found, attempts to convert one of the funny-format sections
back to plain text.  

It doesn't always work.  If what is sent to the mailer as plain text
isn't plain text, it will transmit the embedded funny characters.
That results in =20 at line ends, control character symbols (^R, ^S,
etc.) in place of punctuation etc.  

The idea that HTML, RTF, whatever AOL defaults to, etc. are "modern,"
"with-it" etc. is nonsense.  One GUI mail program may send its version
of HTML, but half the GUI mail programs won't interpret it correctly
because the two assume different "standards." for HTML.  Other
funny-formats like RTF are worse with the lack-of-standards problem.
Much of this is an attempt by consumer products to force everyone to
use that proprietary product, and the penchant for these people to
"upgrade" in ways that are not backward-compatible with previous
versions.  The only way any mail list program can distribute text to a
thousand or more sites and have it readable when received is to
operate with plain ascii text.  Also, the byte count for an
HTML-encoded message runs to about 4X the size of the same message in
plain text.  When you are sending out a thousand or more mails for
every incoming mail, that adds up.  

> I have asked Jack about migrating the list to a differnet program (Mailman)
> but he has been reluctant to change things. The software that the list is
> running on is no longer in development and it quite long in the tooth.
> Mailman
> has a built in ability to filter out certain types of attachments and is 
> actively supported. If we do change the list software, the file archive
> will no be available via the list software but would still be available
> via ftp.

Phil (and listers), I run a Mailman site for
mercedes@mercedeslist.com.  We've got a couple thousand listers, so my
comments above are from hard experience, not hypothetical.  

Probably the most noteworthy comment I can make here is that Mailman's
internal format conversion is woefully inadequate.  My installation
pipes everything incoming through demime first.  
> 
> If the BA community would prefer to have totally unfiltered email, I can
> make a change in about a minute to bypass that and send all the email along
> attachments and all. It really does not matter to me in any way as I am not
> usually a list member and scan all my email with antiviral/anti-spam
> software
> anyway. My internet connection is very lightly loaded so that is not an
> issue.
> 
> Email Jack and let him know what you guys would like to do.
> listown@nanniandjack.com
> 
> Anyway, the key points: the machine is lightly loaded, the internet
> connection
> is not strained at all, and removing the filter for attachments won't make 
> much difference in the load, it will just allow the possibility of a virus
> sent on an email to be destributed to the list.
> 

Phil, if you're thinking that going unfiltered is going to solve any
problems for anyone, let me say that it will create far more problems
than it will solve.  

I will comment here on the list that it would be a relatively simple
matter for me to configure my Mailman installation to serve this
group's needs.  Thus far I have done nothing along those lines.  For
one thing, you (Phil) and Jack have had a fine site for something like
fifteen years, and there is no reason for me to compete.  Indeed,
competing with you guys is something I would absolutely NOT want to
do.

Also, I am not a ham.  My real interests are in the technology, and if
I did start a site, it would be more along the lines of what we set
out to do in 1994 with the rec.antiques.radio+phone Usenet group. That
group pretty well fell flat with the arrival of the AOL endless
September and inundation of the group with for-sale and ebay-type
stuff.  

Hank

------------------------------
Mime-Version: 1.0
Message-Id: <p06240807c3ef7acc21d6@[192.168.1.2]>
Date: Sat, 1 Mar 2008 13:30:08 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Re: Another Outbreak
Cc: boatanchors@theporch.com (Old Tube Radios), shriver1@comcast.net
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

Hi Hank,

Good to hear your voice again! I absolutely agree that plain text is 
the proper format precisely because it *is* universally readable, and 
the files sizes are small. Every other format is proprietary in one 
way or another.

Even plain text has its proprietary problems. If I send an email in 
French or German, the Mac-to-Wintel transition will cause the accents 
to come out as garbage rather than what I sent. I recognize that this 
ain't an issue for this list, just commenting.

Regards,

Scott

------------------------------
Message-ID: <00b501c87c00$424ee4d0$0300a8c0@Shack>
From: "Les Zwiebel WB6ORZ" <wb6orz@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: For Sale: Excellent Condition Book: Tektronix History
Date: Sat, 1 Mar 2008 16:56:32 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="Windows-1252";
	reply-type=original
Content-Transfer-Encoding: 7bit

        Winning With People: The First 40 Years of Tektronix by 
Marshall M. Lee. Published by Tektronix, 10/86, 325 pp. A 
beautiful coffee table sized history with ample photos for Tek 
aficionados.
    $45 plus $4.15 for Priority Mail shipping.
    (((((73)))))
    Les
    ---===WB6ORZ===--- 

------------------------------
Message-ID: <023a01c87c0d$9e62bff0$0300a8c0@Shack>
From: "Les Zwiebel WB6ORZ" <wb6orz@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Tektronix Book Sold
Date: Sat, 1 Mar 2008 18:32:10 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="Windows-1252";
	reply-type=original
Content-Transfer-Encoding: 7bit

    Fast.
    Thank you.
    Les

------------------------------
Message-ID: <380-2200830234655265@earthlink.net>
From: "Art Lebermann" <artleb@earthlink.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Looking for info - GR Wavemeter
Date: Sat, 1 Mar 2008 19:46:55 -0800
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII


I'm looking for info on a General Radio type 224 Precision Wavemeter.  I've
found an operating manual on BAMA, but I'm looking for more info.  Does
anyone know when this instrument was built?  I'd guess that it dates to the
early 1920's.  If anyone has an early GR catalog in their collection, I'd
appreciate a scan of any listings for the Type 224.  I can send photos, on
request.

Thanks!

Art Lebermann
W6REQ




------------------------------
Message-ID: <47CAF08B.2080809@pacbell.net>
Date: Sun, 02 Mar 2008 10:23:07 -0800
From: KA6UUP <ka6uup@pacbell.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: How to Change Email Address
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Guys,
I need to change my email address. I went to theporch.com but could not 
figure out how.
Can anyone help?

------------------------------
Message-ID: <001a01c87c93$5f8f1b30$6401a8c0@RADIO1>
From: "Gary Franklin" <franklin6209@chartermi.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Meter Repair
Date: Sun, 2 Mar 2008 13:29:37 -0500
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_0017_01C87C69.7660E110"

This is a multi-part message in MIME format.

------=_NextPart_000_0017_01C87C69.7660E110
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

I have a meter from a Clegg Zeus transmitter which needs repair. Is =
there anyone who is remairing meters today?

Thanks
Gary   K8BKB
------=_NextPart_000_0017_01C87C69.7660E110
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_0017_01C87C69.7660E110--

------------------------------
Message-ID: <47CAFDF3.5010807@comcast.net>
Date: Sun, 02 Mar 2008 14:20:19 -0500
From: Shriver <shriver1@comcast.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC:  franklin6209@chartermi.net
Subject: Re: Meter Repair
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Standard Meter Lab., Inc.

http://www.sml-inc.com/

Used them for the galvanometer from a camera, they did a fine job.  I 
gave them a pair, one with a missing pointer, the other with an open 
coil, they merged them together into one good meter.

Not cheap, but capable.

Gary Franklin wrote:
> I have a meter from a Clegg Zeus transmitter which needs repair. Is
> there anyone who is remairing meters today?
>   

------------------------------
Message-ID: <00a001c87cc8$22b50050$0300a8c0@Shack>
From: "Les Zwiebel WB6ORZ" <wb6orz@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Source for HV Electrolytics please? (Globe King restoration)
Date: Sun, 2 Mar 2008 16:47:19 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="Windows-1252";
	reply-type=original
Content-Transfer-Encoding: 7bit

    I am restoring a Globe King 500C AM Transmitter, and want to 
replace an Axial leaded Electrolytic, 12 mfd at 700 (seven 
hundred) V rating. The original is about 3 or 4" long, and 1" in 
diameter. So far, Google is only pointing to a 600V item.
    Any pointers would be appreciated. Tnx in advance.
    Les
    ---===WB6ORZ===--- 

------------------------------
Message-ID: <a913924b0803021704q19decffemf801741311b4aed2@mail.gmail.com>
Date: Sun, 2 Mar 2008 20:04:20 -0500
From: "Chuck Grandgent" <chuck@chuckg.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Source for HV Electrolytics please? (Globe King restoration)
Cc: "Old Tube Radios" <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; 
	boundary="----=_Part_26654_15095483.1204506260510"

------=_Part_26654_15095483.1204506260510
Content-Type: text/plain; charset=UTF-8
Content-Transfer-Encoding: 7bit
Content-Disposition: inline

normally Mouser's got the stuff, but not at that voltage.

Given the large original size, if it were me I would consider doing a couple
350V ones in series, that's a lot easier order to fill.

   Chuck, K1OM

On Sun, Mar 2, 2008 at 7:47 PM, Les Zwiebel WB6ORZ <wb6orz@pacbell.net>
wrote:

>    I am restoring a Globe King 500C AM Transmitter, and want to
> replace an Axial leaded Electrolytic, 12 mfd at 700 (seven
> hundred) V rating. The original is about 3 or 4" long, and 1" in
> diameter. So far, Google is only pointing to a 600V item.
>    Any pointers would be appreciated. Tnx in advance.
>    Les
>     ---===WB6ORZ===---
>
>

------=_Part_26654_15095483.1204506260510
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_Part_26654_15095483.1204506260510--

------------------------------
Message-ID: <001c01c87ccd$6b4e4290$dc9f480c@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Source for HV Electrolytics please? (Globe King restoration)
Date: Sun, 2 Mar 2008 17:24:50 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

600 volt electrolytics are becoming dynasaurs.  You won't find any 700
volters.  Best to series a pair of 22uF 350V 'lytics with parallel resistors
of 470K 1W.  The one watt rating insures against voltage breakdown better
than a half watt 'zistor.

Arden Allen
KB6NAX

----- Original Message ----- 
From: "Les Zwiebel WB6ORZ" <wb6orz@pacbell.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Sunday, March 02, 2008 4:47 PM
Subject: Source for HV Electrolytics please? (Globe King restoration)


>     I am restoring a Globe King 500C AM Transmitter, and want to
> replace an Axial leaded Electrolytic, 12 mfd at 700 (seven
> hundred) V rating. The original is about 3 or 4" long, and 1" in
> diameter. So far, Google is only pointing to a 600V item.
>     Any pointers would be appreciated. Tnx in advance.
>     Les
>     ---===WB6ORZ===--- 
>

------------------------------
From: wb3fau@att.net
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Arden Allen" <gumbear@pacbell.net>
Subject: Re: Source for HV Electrolytics please? (Globe King restoration)
Date: Mon, 03 Mar 2008 14:24:03 +0000
Message-Id: <030320081424.10310.47CC0A030002275E0000284622230682229B0A02D29B9B0EBF9A0E00CC0D99@att.net>

might also try Antique Electronic Supply  and Radio Daze.  450volt rating would be even  better...Russ.

------------------------------
Message-ID: <47CC12F6.6090605@comcast.net>
Date: Mon, 03 Mar 2008 08:02:14 -0700
From: "Herbert M. Rosenthal" <herbrose@comcast.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: BoatAnchors <boatanchors@theporch.com>
Subject: Re: Source for HV Electrolytics please? (Globe King restoration)
Content-Type: text/plain; charset=windows-1252; format=flowed
Content-Transfer-Encoding: 7bit

Les,

Well, you could use two 22 or 33 mf, 400 or 450 v caps in series, with 1 
meg 3w resistors across each-all this from Mouser- The resistors will 
equalize the voltage drop across the capacitors. The present day caps 
are quite a bit smaller than the older generation ones. Build a unit on 
one or two terminal strips, space the resistors from the caps, etc. You 
could clip the leads from the original cap and leave it in place for 
appearance, emptying it out and cleaning it out if leakage is a problem.

I wouldn't  try to jam everything into the old can, as the two resistors 
will generate a bit of heat (about 0.5w) , and will shorten the lives of 
the caps if contained within the can..

Herb W5AN
Albuquerque
------------

Les Zwiebel WB6ORZ wrote:

>    I am restoring a Globe King 500C AM Transmitter, and want to 
> replace an Axial leaded Electrolytic, 12 mfd at 700 (seven hundred) V 
> rating. The original is about 3 or 4" long, and 1" in diameter. So 
> far, Google is only pointing to a 600V item.
>    Any pointers would be appreciated. Tnx in advance.
>    Les
>    ---===WB6ORZ===---
>

------------------------------
From: "Dr. James C. Garland" <4cx250b@muohio.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Source for HV Electrolytics please? (Globe King restoration)
Date: Mon, 3 Mar 2008 08:26:32 -0700
Message-ID: <00ff01c87d42$f6ab3cb0$bd00a8c0@Garland>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="us-ascii"
Content-Transfer-Encoding: 7bit

Recently, I used two 47uF/450V caps in series to replace a 600V cap in my
EFJ Ranger II. I found that modern electrolytics are so uniform in their
construction that there was no need to use equalizing resistors. The voltage
divided across the two caps almost exactly (within a few volts). I watched
the voltage division for a few hours, while the TX was on my workbench, and
it was very stable. Provided the caps are from the same manufacturer and
have exactly the same value and voltage ratings, I'd be inclined to leave
off the equalizing resistors. That way, the caps would fit in the original
can.

Jim Garland W8ZR
Santa Fe

> -----Original Message-----
> From: owner-boatanchors@theporch.com [mailto:owner-
> boatanchors@theporch.com] On Behalf Of Herbert M. Rosenthal
> Sent: Monday, March 03, 2008 8:02 AM
> To: Old Tube Radios
> Cc: BoatAnchors
> Subject: Re: Source for HV Electrolytics please? (Globe King restoration)
> 
> Les,
> 
> Well, you could use two 22 or 33 mf, 400 or 450 v caps in series, with 1
> meg 3w resistors across each-all this from Mouser- The resistors will
> equalize the voltage drop across the capacitors. The present day caps
> are quite a bit smaller than the older generation ones. Build a unit on
> one or two terminal strips, space the resistors from the caps, etc. You
> could clip the leads from the original cap and leave it in place for
> appearance, emptying it out and cleaning it out if leakage is a problem.
> 
> I wouldn't  try to jam everything into the old can, as the two resistors
> will generate a bit of heat (about 0.5w) , and will shorten the lives of
> the caps if contained within the can..
> 
> Herb W5AN
> Albuquerque
> ------------
> 
> Les Zwiebel WB6ORZ wrote:
> 
> >    I am restoring a Globe King 500C AM Transmitter, and want to
> > replace an Axial leaded Electrolytic, 12 mfd at 700 (seven hundred) V
> > rating. The original is about 3 or 4" long, and 1" in diameter. So
> > far, Google is only pointing to a 600V item.
> >    Any pointers would be appreciated. Tnx in advance.
> >    Les
> >    ---===WB6ORZ===---
> >

------------------------------
Date: Mon, 03 Mar 2008 08:30:33 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Chuck McGregor <cbmcg@comcast.net>
Subject: AN/APR-1 schematic ?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed
Message-Id: <20080303163129.4931D470061@srvr1.theporch.com>

G'morning,
An AN/APR-1 receiver followed me home this weekend, wanting to visit 
my panadaptors.  Unfortunately a quick visit to the usual places has 
failed to turn up a schematic for the APR-1.  Any assistance would be 
appreciated.
73,
Chuck N7RHU
http://home.comcast.net/~cbmcg/Panadaptors.html

------------------------------
Message-ID: <BAY110-DAV14A8B0F80C9D4EB2DAF3CA0170@phx.gbl>
From: "JAMES HANLON" <knjhanlon@msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Claude Gray equipment
Date: Mon, 3 Mar 2008 11:11:03 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

You folks might want to help find good homes for some of the gear described 
below.  I picked up this message from the AMRadio reflector.

Jim, W8KGI



Message: 2
Date: Sun, 2 Mar 2008 22:33:48 -0600
From: "D. Chester" <k4kyv@charter.net>
Subject: [AMRadio] This equipment needs a good home
To: <amradio@mailman.qth.net>
Message-ID: <004701c87ce7$c6965650$47339f18@D65Y8B21>
Content-Type: text/plain; format=flowed; charset="iso-8859-1";
reply-type=original

FWD:  Claude Gray equipment: (Tnx Bill W1AC & Bob K4TAX)

PLEASE DON'T E-MAIL ME REGARDING THIS EQUIPMENT.  I AM  MERELY PASSING IT ON
FYI, FWIW.  SEE  CONTACT INFORMATION BELOW.

Don, k4kyv



>> I am sure that many of the older engineers across the southeast can
>> recall
>> the name Claude Gray.  Claude ran a radio engineering consulting business
>> from his home in Birmingham for many years.  His clients were radio
>> stations
>> across Alabama, Georgia, Tennessee, Florida and Mississippi where he
>> would
>> measure their frequency on a weekly or monthly basis.  The station would
>> receive a postcard regularly with the deviation from their assigned
>> carrier.
>> If you were on frequency you would receive a green colored card.  If you
>> were not dead on, you would receive a white card with the deviation in
>> CPS
>> listed (Claude never converted to Hertz).
>>
>> Claude is still living in Birmingham and will celebrate his 99th birthday
>> this year.  Recently, he and his wife have moved to an assisted living
>> facility, and his daughters are charged with the chore of disposing of
>> their
>> belongings including Claude's equipment.  I was invited by his daughters
>> to
>> look over his equipment and give them some ideas on what can be done with
>> it.
>> I have been in the business for over 35 years, and most of the equipment
>> predates me.  There are 3 six foot racks loaded with General Radio
>> equipment, frequency standards, frequency meters, receivers, etc.  The
>> only equipment I was familiar with was a 1606 GR bridge, a 916 GR bridge
>> and
>> an old RCA field strength meter.  The rest of it looked like GR lab
>> equipment,
>> all in very good shape.
>>
>> I told them that none of this equipment was used (with the exception of
>> the bridges) in radio anymore and was obsolete and that it would be hard
>> to
>> assign a value.  I did tell them that I would post this on the technical
>> forum to see if anyone had any ideas or might be interested in some or
>> all of this equipment for a collection.
>>
>> If there is any interest, I could take some pictures and gather some
>> model numbers and post them on the net.  They are not expecting to "get
>> rich"
>> off of this equipment, but they don't want to let it go to a flea market
>> or
>> worse yet, the dump.
>>
>> Frank Giardina  <fgiardina.at.bellsouth.net>
>>
>> Birmingham, AL

I have posted some pictures on my website http://www.amfmtek.com/ .
One thing you might be interested in is that Claude had a collection of
seven R-390
receivers, one of which is still in its original box and never been used.
You can see it on the website.  The other receivers are in various states
from complete to some parts missing.

If you have any questions, please feel free to drop me an email.

Frank WA4HMK  <fgiardina.at.bellsouth.net> 

------------------------------
Date: Mon, 03 Mar 2008 14:32:44 -0500
From: "George Levites" <levites1@verizon.net>
Subject: fair price ?
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <006801c87d65$5b86a9e0$6400a8c0@D2R74Y11>
MIME-version: 1.0
Content-type: multipart/alternative;
 boundary="----=_NextPart_000_0065_01C87D3B.71EF74C0"

This is a multi-part message in MIME format.

------=_NextPart_000_0065_01C87D3B.71EF74C0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Greetings BA folk :

I have the opportunity to purchase  a Precision Apparatus sweep-gen, =
model E-400, late 1940's vintage. Neither the seller nor I know its =
value.
Any suggestions will be welcome.  Please contact me off-list.

Thanks,

George   K2MYR
------=_NextPart_000_0065_01C87D3B.71EF74C0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_0065_01C87D3B.71EF74C0--

------------------------------
Message-ID: <003b01c87d9a$8d9e0c40$759d480c@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Source for HV Electrolytics please? (Globe King restoration)
Date: Mon, 3 Mar 2008 17:45:13 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> ....I'd be inclined to leave off the equalizing resistors. ...

One wonders if "equal" capacitors will stay equal over their life.  Chances
are they will.  But the belt and suspenders approach guarantees it, me
thinks.

Arden Allen
KB6NAX

------------------------------
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